
 
 

ANTENNE SERIE Z2000 
Z2000 – Cod. AT900 
Frequence: 26.5 ÷ 27.5 
Max power: 150 W 
Impedence: 50 Ω 
Cable: RG58 mt.4 
Tapered radiant: Ø 3 
Gain: 1.2 dB 
SWR: 1.1 ÷ 1.2 
H Antenna: 900 
Weight: 430g 

Z2000 – Cod. AT1200 
Frequence: 26.5 ÷ 27.5 
Max power: 300 W 
Impedence: 50 Ω 
Cable: RG58 mt.4 
Tapered radiant: Ø 3 
Gain: 2.5 dB 
SWR: 1.1 ÷ 1.2 
H Antenna: 1400 
Weight: 445g 

Z2000 – Cod. AT1700 
Frequence: 26.5 ÷ 28 
Max power: 400 W 
Impedence: 50 Ω 
Cable: RG58 mt.4 
Tapered radiant: Ø 3 
Gain: 4 dB 
SWR: 1.1 ÷ 1.2 
H Antenna: 1880 
Weight: 580g 

Z2000 – Cod. AT1500 
Frequence: 26.5 ÷ 28 
Max power: 300 W 
Impedence: 50 Ω 
Cable: RG58 mt.4 
Tapered radiant: Ø 3 
Gain: 3 dB 
SWR: 1.1 ÷ 1.3 
H Antenna: 1670 
Weight: 460g 

Z2000 – Cod. AT106 
Frequence: 26.5 ÷ 27.5 
Max power: 150 W 
Impedence: 50 Ω 
Cable: RG58 mt.4 
Tapered radiant: Ø 3 
Gain: 1.2 dB 
SWR: 1.1 ÷ 1.2 
H Antenna: 820 
Weight: 520g 


